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SPS Greenclean
Ecolabelled alkaline cleaning

Area of use:
SPS Greenclean is an alkaline product that can be used when cleaning trains, cars, trucks 
and other vehicles. 

How to use:
Avoid using SPS Greenclean on a warm and sunlit surfaces and ensure that the product 
does not dry. Use it with the utmost care on repainted vehicles.
Dilute with water:
Vehicles 1:10 - 1:50
Truck washing 15 - 1:25 
Construction machines 1:5 - 1:20 

Container: 10 or 25 liter, can
Storage: Frost-free in original packing
Dosage: 1:3 - 1:50 (see instructions above)
pH: Approx. 13,20
ADR: UN 1814, POTASSIUM HYDROXIDE SOLUTION, 8, II, E
Approvals: Nordic Ecolabelling

Precautions:
Provide adequate ventilation. Wear tight-fitting goggles or face shield. Wear protective gloves. Use protective 
gloves made of: Butyl rubber. Nitrile. For exposure of 4 to 8 hours use gloves made of: Butyl rubber. Nitrile. 
Reference to relevant standard: EN 374 / III. Wear appropriate clothing to prevent any possibility of skin con-
tact. Respiratory protection must be used if air contamination exceeds acceptable level. A2/P3. Wear respira-
tory protection with combination filter (dust and gas filter) during spraying operations.

Eye wash facilities and emergency shower must be available when handling this product.
For more information please see the Safety Data Sheet for this particular product.
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