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Instruktion for uppgradering av firmware i Adapter2
Detta dokument forutsatter att programvaran for konfiguration av Adapter2 redan ar installerad.

Surfa till https://www.tell.hu/en/Adapter2-4G-IN4-R1

Skrolla ner och ladda ner senaste Firmware (exe-filen).
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Anslut till enheten med en USB-kabel och starta programvaran "Adapter2...".
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Ange device password 1234 och vélj Connect.

B Adapter? prograrmming software v7

Yo | Yo Tt ]

Connect Jf Disconnect  Offline device selectar

Connection A Connection type
@ Connection type 1-P
Device register UsSB

Server register Connection parameters

DEvice password

Device settings o
General
Reporting channels Date/Time + Event
Motification templates b 2022-11-29 15:20:58 Connection type:
Inputs

Dérefter ska du vara ansluten som superadmin.

Connection type

P &

UsE TEX protocol
Connection parameters
Details
Date,Time * Event
b 2023-02-09 10:34:00 Connected
2023-02-09 10:33:59 Superadmin level access
2023-02-09 10:33:59 . modem
2023-02-09 10:33:59 Successful device identification, device ID: FC:0F:EF:63:A5:F7
2023-02-09 10:33:59 Connecting...

2023-02-09 10:33:30 Connection type: LSE
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Klicka sedan pa Firmware update.....

B Adapterd programming software v8

Server register

Connection parameters

o » Iy |
Y 7 # ©
Connect  Disconnect  Change Admin password  Change Superadmin password  Firmware update  Restart the device  Restore fac
T = Connection type
@ Connection type | lP -%‘
Device register UsE TEX protocol

Device settings = [e—
General Details
Reporting channels Date/Time * Event
Motification templates b 2024-03-28 15:19:13 Connected

2024-03-28 15:19:13
2024-03-28 15:19:13
2024-03-28 15:19:13
2024-03-28 15:19:02
2024-03-28 15:18:42

Inputs Superadmin level access

Adapter2, Variant with a modem

Successful device identification, device ID: FC:0F:E7
Connecting...

Connection type: USB

Input events
Service events
Custom events

Voice messages

Admin access

... och vdlj filen som du laddade ner nyss

i » Downloads » o &)} Search Downloads 2

folder =~ O @
MName Date modifi;d Type Size |
| « Today
D Adapter2 Firmware v8.02.0.8311 (USB-IP).tf3 2024-03-28 15:21 TF3 File 951 KB
~ Farlier this mnnth
le name: | v | Firmware (*.tf3) w
OEEI"I Cancel

Dérefter installeras den nya firmwaren, enheten startar om och programvaran ansluter igen nar det
ar klart. Den processen tar ndgra minuter.
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versionen.

@ Status monitoring
—

to

&

Disconnect  Time synchronization

-1

Activate output

Periodic test report AT log

Nar den ar klar valj Status Monitoring och kontrollera att enheten har den senaste firmware-

A 8w

Modem soros

‘Connection =

Connection type
Device register

Server register

Device settings -

General

Reporting channels
Notification templates
Inputs

Input events

Service events
Custom events

Voice messages
Admin access

Advanced settings

Alarm system events -~

Alarm system events
Custom event code names
Custom user names
Custom partition names

Custom zone names

Device status o

Fuant manitnrina

Klart!

Status monitoring

Property
Device
Firmware version
SIM identifier
Model
Device ID
Supply voltage
Simulated line status
Counters
System time
IP uptime
Device uptime
GSM uptime
Data traffic
Network
GSM operator
Data connection type
G5M signal
IP address
Mumber of connections
Modem status
Cloud connection
Inputs [/ Outputs
IN1
INZ
IN3
N4
Output
Reporting channels
IP1
P2
IP3
P4

Status [ Value
V8.02.0.8311
—

Adapter2 - 4G.IN4.R1
FC:0F:E7:63:99:E6
11,87V

Idle

2024-03-14 14:47:32
0 seconds

124 seconds

0 seconds

1150118

None [ Very low
0 pcs
Disabled

Inactive
Inactive
Inactive
Inactive
Inactive

Mot configured
Mot configured
Mot configured
Mot configured



