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Konfiguration av Adapter2 PRO DIN Rail 4G - Porttelefon eller annan telefoni

For att ersatta en fast telelina kopplad till en porttelefon rekommenderar vi féljande
grundinstallningar for Adapter2 PRO DIN Rail 4G.

OBS! Galler fran FW 8.05.1.8464. Fr.o.m. med denna FW version har infoérts andringar
anpassade for Aptus och RCO porttelefoni. Galler enbart Adapter2 PRO DIN Rail 4G.

Den nya FW kraver att man laddar ner och installerar programvaran Adapter2
Programming Software version 8.1.34873 eller hogre.

Surfa till:
https://www.tell.hu/en/Adapter2-PR0O-4G-IN4-R1-DIN-rail

Skrolla ner och vélj Download = Software
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Ladda ner "Adapter2 Prog v8.1.3.4873.exe” till datorn.
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'
Korébbi verziok HU - Earlier versions EN - Vorherige Versionen DE
%) Adapter2 Prog v8.1.2.4871.exe
“ 80 MBE « Redigerad i forroar
/ﬁ) Adapter2 Prog v8.1.3.4873.exe é\ i

20 MEB « Redigerad i forrgar

Ladda ocksa ner firmware FW 8.05.0.8464 om du inte har den versionen.

Den finns har:
Adapter2 PRO DIN rail Firmware v8.05.1.8464 (USB-1P).tf3
Klicka pa "Download”

Can’t load this file type

This file type 1s unsupported here.

Download @ ~



https://www.dropbox.com/scl/fi/heqvtxafq7wzezixjjv5b/Adapter2-PRO-DIN-rail-Firmware-v8.05.1.8464-USB-IP.tf3?rlkey=rzqodfm1qy69exg04ducdvof8&st=9x13tinc&dl=0
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Sedan pa “Or continue with download only” om detta fonster 6ppnas.

x
Log in or sign up

Download the file now and share it with
others on Dropbox

G Continue with Google
i Continue with Apple
=. Continue with Microsoft
or
Email

Or continue with download only

Installera programvaran, anslut till enheten med en USB-kabel och starta programvaran.

Ange device password 1234 och vélj Connect.
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Connect QDisconnect  Offline device selector

Connection A Connection type
@ Connection type | LP @
Device register UsB TEX protocel TEI

Server register

Connection parameters

Device password
Device settings = fe—

General

Details

Maohile devices Date/Time * [Event

Reporting channels » 2025-05-13 15:05:38 Disconnected
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Dérefter ska du vara ansluten som superadmin.
B Adapter2 pregramming software v

U » |
i ”l’o e iy @ @
Connect  Disconnect  Change Admin password  Change Superadmin password § Firmware update QRestart the device  Restore factory default settings
Connection N Connection type
@ Connection type lP %‘ E
Device register USE TEX protocol TELLMon prc

Server register Connection parameters

I

Device settings =
General Details
Mabile devices Date/Time
Reporting channels » 2026-05-18 08:38:43 Connected
Motification templates 2025-05-18 03:38:42 Superadmin level access
Inputs 2026-05-18 08:38:42 aleimte —— ¥ modem
2026-05-18 08:38:42 Successful device identification, device ID: FC:0F:E7:CA:66: 79
Input events X
2026-05-18 08:38:42 Connecting...
Service events 2026-05-18 08:38:38 Connection type: USB

Om Firmware behover uppdateras sa gors det genom att klicka pa knappen "Firmware update” och
valja filen som du laddade ner tidigare. Uppdateringen tar ndgra minuter.

i » Downloads » w &) Search Downloads
alder = -
Mame ~ Date modified Type
~ Today
D Adapter2 PRO DIM rail Firmware v8.05.1.8464 (USB-IP).tf3 2026-10-02 10:08 TF3 File

o

Dérefter kan du lasa in aktuell konfiguration genom att klicka pa "General” till vanster och sedan
"Read” hogst upp i fonstret.
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Connect  Disconnect
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Nrite  Savetofile Load from file

Connection A General settings
5IM
Connection type

Device register PINcode  APN APN user name

Server register

Cloud server
Device settings L
Cloud usage Server

Disable * | |Cloud (Adapter2, Pager4 -

Mobile devices

Reporting channels Identification
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*I senaste versionerna av FW behdéver inte APN stdllas in, modulen hdmtar den automatiskt.

For att kunna fjarrkonfigurera Adapter2 via internet eller fér anvanda mobilappen sd maste Cloud
usage vara Enabled, om man inte vill anvanda de funktionerna stills den till Disabled. Tank pa att
nar den ar Enabled s forbrukar den data 4ven nar man inte ar ansluten mot den.

Stall in "Operating mode”, det ska vara:
"Speech, Intercom adapter”.

=5
o & O K3
Disconnect Read Write Savetofile Load from file
Connection ~ General settings
SIM
Connection type
Device register PIN code APN APN user name APN password
Server register
Cloud server
Device settings =
Cloud usage erver
@ General Dizable | §54.75.242, 103 (2020) -
Mobile devices
Reporting channels Identification
Notification templates User accountID  Alarm system user account ID replacement TEX group ID TEX device ID
Inputs 0000
Input events
Service events Serial port
Custom events Baud rate Parity Stop bits
IP cameras 9600 * | |Mone v 1~
Voice messages
Admin access System time
Advanced settings NTP server 1 NTP server 2 Time zone
hu.pool.ntp.org + | |time.google.com | |{UTC+01:00) Sarajevo, Skopje, Warsaw, Zagreb

Alarm system events

Alarm system events
Custom event code names

Custom user names

Operating mode

ne line

Speech, Intercom adapter

OBS! Nir du lagger till eller andrar nagot, tryck alltid pa Write for att skriva den dndrade
konfigurationen till enheten.
Valj sedan Advanced settings for att stdlla in- och utgdende volym samt instéllningar for mobilnat.

Vid tester med porttelefoner fran RCO och Aptus har vi kommit fram till att féljande instéllningar

oftast fungerar:

Microphone: 8 (valbart omrade: 1-15)
Speaker: 60 (valbart omrade: 1-100)

51
1
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| senaste versionerna av FW behéver inte dessa stdllas in, modulen vdljer automatiskt 4G och VoLTE.

For olika system och specifika installationer kan det vara nddvandigt att anvanda andra
instdllningar for volymerna for att DTMF-tonen for att 6ppna laset ska fungera bra. Har far man
prova sig fram for att hitta ratt nivaer.

Det kan ocksa vara nédvandigt att dndra instédllningarna for DTMF i porttelefonen till den som &ar
minst kanslig. Man kan dven prova att anvédnda olika knappar pa telefonen for 1aséppning.

Om enheten anviands med en vanlig knapptelefon kan man behéva justera tiderna fér "Manual
Dialing” s man hinner med att sla hela numret. Ofta racker det med att stilla upp den tiden fran
den 5:e siffran (hogra rutan nedan).

B Adapter2 programming software v
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Disconnect Read Write Search operators

Connection = Advanced settings
Connection type Volume
Device register Microphone (outgoing CID) Speaker (incoming HSK) J0TMF (incoming)
Server register 3 w0 40

!, Don't change these settings unless necessary. For restoring the default settings enter value "0".

Device settings =

Network management
General Operator selection Metwork selection
Mobile devices Automatic + | |Automatic - Use gutomatic selection upon network errors

Reporting channels
WolLTE support

Motification templates

Inputs Manual dialing

Input events
* Dialing timeout for the first 4 digits Dialing timeout from the 5th digit

Service events

2s is (@
Custom events
IP cameras Locking the device
Voice messages
Status
i

Urlocked A

@ Advanced settings

By locking the device, you can disable restoring the factory default settings.
', If locked, only the manufacturer can restore the factory default settings in the service center,
in case that you forget the device password.

OBS! Kom ihdg att klicka pa Write for att skriva dndringar till enheten.
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Om det inte redan ar gjort sa stoppa i SIM-kortet samt anslut antenn och spanningsmatning.

Kontrollera sedan att enheten kopplar upp sig mot mobilnatet via 4G och far en IP-adress. Det gors
under ”Status Monitoring”. Dar kan man aven se aktuell firmware-version och en rullande logg med
héndelser som ar anvandbar vid felsokning.

B Adapter? programming software v
X
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Disconnect  Time synchronization  Activate output  Periodic test report  ATlog  Modem FOTA update

Connection ~ Status monitoring

Froperty Status | Value # Date/Time Event
Cannection type

Device 2026-10-02 10:15:18 D: [mainsm_proc ] <MDM A> (10:13:02)APN set OK

Device register e V8.05.1.8464 2026-10-02 10:15:18 D: [mainsm_proc ] <MDM A (10:13:02)ppp0 start...
Server register SIM identifier 3946072016090231122 7] 2026-10-02 10:15:19 D: [mainsm_proc ] <MDM A> (10:13:03)ppp connected...

Model Adapter2 PRO DIN rall 45 2026-10-02 10:15:19 I: [mainsm_proc ] <TCPIP> (10:13:03)PPP[0] starting...

) ) P e g 2026-10-02 10:15:19 D: [mainsm_proc 3)New day: counters reseted

Device settings - e T -~ 2026-10-02 10:15:19 D: [tepip_thread 03)STATE: code: 0

e e 2026-10-02 10:15:19 D: [tepip_thread ] <LINK> (10:13:03)———ip up(1):
General Mg aTeaz 2026-10-02 10:15:19 D: [tepip_thread ] <LINK> (10:13:03)ip_addr = 100,109,222, 70
Mobie devices [Dunut:: iz 2026-10-02 10:15:18 D: [topip_thread ] <LINK> (10:13:03)netmask = 255.255.255.0
e rrdeas e 261002 10121048 2026-10-02 10:15:19 D: [tepip_thread ] <LINK> (10:13:03)dns1 = 80.251.201. 178
Notification tempiates e —— 2026-10-02 10:15:15 D: [tpip_thread ] <LINK> (10:13:03)dns2 = 80,251,201, 177

2026-10-02 10:15:19 D: [tepip_thread ] <SysNetlF> (10: 13:03)System netif[1] ready, ip: 100.109.222.70

LS TSRS CEDERE 2026-10-02 10: D: [tepip_thread ] <MDM A (10:13:03)IP Ready
Input events s Slemis 2026-10-02 10: D: [task_Adapter ] <M5> (10:
Service events 2l e 2026-10-02 10: D: [task_Adapter ] <MS> (10:
e Becnoric 2026-10-02 10: D: [task_Adapter ] <MS3» (10:13:04)Restart m3
oo & el ST 2026-10-02 10: D: [task_Adapter ] <M5> (10: 13:04)Restart m4

B canechaine 46 (EUTRAN) 2026-10-02 10 D: [TELLApTask ] <TELLApi> (10:13:04)Connecting. .
Voice messages GSM signal Good 2026-10-02 10: D: [TELLApTask ] <net> (10:13:04)auto netif = [ppp0], ecnt =0
Admin access 1P address ABOTL ST 2026-10-02 10: D: [task_Adapter ] <NTP> (10: 13:04)NTP try: hu.pool.ntp.org
Advanced settings Number of connections = 2026-10-02 10: D: [task_Adapter ] <net> (10:13:04}auto netif = [ppp0], ecnt = 0

RlodemiSa ke & 2026-10-02 10: D: [TELLApTask ] <TELLApi> (10:13:05)ECC...

Cloud comnection [Commected 2026-10-02 10: D: [task_Adapter ] <NTP> (10: 13:05)NTP req sent
Alarm system events - Inputs [ Outputs 2026-10-02 10 D: [UserlevelEvObs ] <NTP> (10:13:05)MTP time received

Nt Inactive 2026-10-02 10: D: [UserlevelEvObs ] <DATE> (10:15:21)ZoneOffset = 7200 sec
Comsmmzak N2 Tnactive 2026-10-02 10 D: [UserlevelEvObs ] <XTIME> (10:15:21)System time updated(0 -> 3).
Custom event code names Nz Inactive 2026-10-02 10:15:21 D: [TELLApiTask ] <TELLApi> (10:15:21)ECC OK
e L T 2026-10-02 10:15:21 D: [TELLApTask ] <TELLApi> (10:15:21)Identification: pid=74:D5:C6:80:76:6A...
R Output Inactive 2026-10-02 10:15:21 D: [UserLevelEvObs ] <TELLApi> (10:15:21)SEED recd...

Reporting channels 2026-10-02 10:15:21 D: [UserLevelEvObs ] <TELLApi> (10:15:21)Send AUTH info

ErsEnEE PC1 Not configured 2026-10-02 10:15:21 D: [UserlevelEvObs | <TELLApI> (10:15:21)5tatus:0K

IPC2 Not configured 2026-10-02 10:15:21 D: [UserlevelEvObs ] <TELLApi> (10:15:21)Send channel infos
Tt D - IPC3 Not configured 2026-10-02 10:15:21 D: [UserLevelEvObs ] <TELLApI> (10:15:21)0K

IPC4 Not configured 2026-10-02 10:15:21 D: [UserlevelEvObs ] <TELLApi> (10:15:21)Send group info

2026-10-02 10:15:22 D: [UserlevelEvCbs ] <TELLApi> (10:15:22)Ready.
2026-10-02 10:15:22 D: [UserlevelEvObs ] <TELLApi> (10:15:22)Date/time received: 2026,10.02 08:15:21

Om alla instéllningar ar inlagda och enheten uppkopplad sa borde det nu fungera.

For ytterligare support kontakta oss pa info@acandia.se eller 08-52224030.



