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DELTA
When closed with a wrench, this steel quick link becomes a semi-permanent anchor ring.

 

Universe Professional 

Type Verticality 

Category Connectors 

Subcategory Semi-permanent connectors 
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Short Description Triangular steel quick link

Selling Points • When closed with a wrench, it becomes a semi-permanent anchor ring
• Available in three versions (rod stock diameter of 10 mm, 8 mm, 8 mm with bar for positioning the CROLL on a harness),
and also available in black.

Specification • Material(s): steel
• Certification(s): CE EN 362 type Q
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Specifications by reference

Reference(s) P11 P11 8 P11 8B P11 8BN

 

Diameter 10 mm 8 mm 8 mm 8 mm
Color(s) gray gray gray black
Weight 150 g 85 g 95 g 95 g
Major axis strength 25 kN 25 kN 25 kN 25 kN
Minor axis strength 10 kN 10 kN 10 kN 10 kN
Gate opening 12 mm 10 mm 10 mm 10 mm
Made in FR FR FR FR
Guarantee 3 years 3 years 3 years 3 years
Packing 1 1 1 1
Case quantity 30 50 50 50
EAN 3342540008649 3342540074491 3342540079434 3342540089303
 

Related product(s) CROLL®
PAW
SWIVEL


