
N
EW

S
 0

9.
13

G
ov

on
i s

rl 
 | 

 V
ia

 d
eg

li 
O

rsi
 9

7 
 | 

 4
00

14
 C

re
va

lc
or

e 
(B

O
)  

|  
Te

l.:
 0

03
9 

05
1 

61
2 

03
 2

8 
 | 

 w
w

w
.g

ov
on

i.i
t

S
pe

ci
al

ty
 A

ut
om

ot
iv

e 
To

ol
s

w
w

w
.

g
o

v
o

n
i

.
i

t

 Device to be used for removing injectors. 

 Small sizes allows its application directly on the 
vehicle, therefore it is not necessary to remove the 
engine.

	Power: 117‘679,8 N
	Stroke: 8 mm
	DimenSionS: Ø 80x55 mm
	Driving torque: 67Nm
	PreSSure: 700 Bar
	weight: 2,5 Kg
	hole: Ø 21,5
	uSe temPerature: -10°C ÷ 65°C
	recommenDeD viScoSity of the fluiD: -15÷100 mm²/s

270 022 000Complete Kit

Mechadraulic cylinder

Components

Mechadraulic cylinder 270022001

Mechadraulic cylinder 12 TON

 12 ton, stroke 8 mm

 for removing injectors

Piston
Piston return 

spring
Screw 
pusher

Spring for oil 
return

Air release 
screw Cylinder

body


