
Main attachment point
able to contain two connectors

Stainless steel wheels
Sealed ball baerings movement

Areation holes

Additional
attachment point
able to contain 
one connector

Aluminium alloy main structure

Linear double pulley specifically designed for crossing cables and zip 
lines. Sealed ball bearings for low friction and high speed (max 20 m/s).
Aluminum alloy main body and stainless steel wheels.

diameter.
Large main attachment hole and secondary connection point on top.

Accommodates ropes up to 13 mm and steel cables up to 12 mm in
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1 kN

1 kN 1 kN

1 kN

3 kN 3 kN

F=0.45 P F=0.3 P

MAIN HOLE BECKET

MBL
Minimum 
breaking 

load

Main
attachment

hole

WLL
Working

load
limit

20 kN 10 kN

5 + 5 5 + 5 2.5 + 2.5 2.5 + 2.5

10 kN20 kN

15 kN 6 kN

Becket

2
3
 m

m
 

41 mm 

27 mm 27 mm 

8 mm

108 mm

8
3
 m

m

03 20
1234

Ref.3121

Ø≤13 mm

FLYTE

MBL 
20 kN

WLL 
10 kN

EN 12278:2007
2777

Made
in Taiwan S.p.a.

Via Roma 23, 23834, Premana (LC), Italy
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