
PartS Included				
	 1	 Rear	Lens	Grill	Assembly
	 1	 Flame	Grill	Emblem
	 1	 Zombie	Grill	Emblem
	 1	 Alcohol	Pad
	 1	 Installation	Instructions

Please	read	and	understand	entire	instructions	before	starting	installation.

thank you for chooSIng küryakyn!

In order to Protect you and otherS from PoSSIble Injury
and/or ProPerty damage or loSS, PleaSe Pay cloSe attentIon 
to all InStructIonS, warnIngS, cautIonS and attentIon noteS 
regardIng the uSe and care of thIS Product.

WARNING!	 THIS	INDICATION	ALERTS	YOU	TO	THE	FACT	THAT	IGNORING	THE	
CONTENTS	DESCRIBED	HEREIN	CAN	RESULT	IN	POTENTIAL	DEATH	OR	
SERIOUS	INJURY.

CAUTION!	 This	indication	alerts	you	to	the	fact	that	ignoring	the	contents	described	herein	
can	result	in	potential	injury	or	material	damage.

ATTENTION!	 This	indication	alerts	you	to	the	fact	that	ignoring	the	contents	described	herein	
may	negatively	affect	product	performance	and	functionality.

toolS SuggeSted
None

StrIctly obServe the followIng guIdelIneS In order to uSe the 
Product ProPerly and avoId PotentIally dangerouS accIdentS.

Procedure 
SteP 1	 Read	and	understand	all	steps	in	the	instructions	before	starting	the	installation.	Park	
the	motorcycle	on	a	hard,	level	surface;	turn	off	the	ignition	and	allow	the	engine	to	cool.

SteP 2	 Test	fit	the	new	Fender	Tip	Grill.	Make	any	marks	needed	using	masking	tape	to	help	
locate	the	correct	position	when	installing	the	new	Fender	Tip	Grill.

SteP 3	 Take	the	Fender	Tip	Grill	off;	with	the	back	of	your	fingernail	rub	the	adhesive	tape	
backing	to	activate	the	adhesive.	Clean	the	rear	fender	light	with	the	supplied	alcohol	pad.	
Remove	the	tape	backing.

ATTENTION!	Ensure	the	area	of	installation	is	free	of	grease,	oil,	dirt	or	other	debris	to	ensure	
proper	adhesion.	Küryakyn	WILL	NOT	issue	a	warranty	on	any	parts	lost	due	to	improper	
installation.

7793-11HD-1009

r e a r  f e n d e r  t I P  l e n S  g r I l l S  w /  e m b l e m S     7 7 9 3

-cont.-

fItS: ’80-’08 electra glIdeS, tour glIdeS, road kIngS; ’86-uP flSt modelS 
wIth rear fender tIP lIghtS



INSTALLATION

SteP 4	 Place	the	grill	on	the	rear	fender	light,	lining	up	any	marks	made	in	Step	2.	Press	firmly	for	one	
minute.	Full	bonding	will	occur	in	24	hours.

ATTENTION!	The	adhesive	will	not	bond	correctly	if	applied	at	temperatures	less	than	50°F.	Do	not	
attempt	this	installation	in	temperatures	less	than	50°F.

SteP 5	 Once	the	Fender	Tip	Grill	is	on	the	bike	you	can	decide	which	emblem	you	would	like	to	
use.	After	you	have	decided,	you	will	have	to	clean	the	emblem	mounting	area	completely	with	the	
supplied	alcohol	pad.

SteP 6	 With	your	fingernail,	rub	the	back	of	the	emblem	to	activate	the	adhesive.	Place	the	
emblem	on	the	Fender	Tip	Grill	and	press	firmly	for	one	full	minute.	Full	bonding	will	occur	on	24	
hours.

ATTENTION!	The	adhesive	will	not	bond	correctly	if	applied	at	temperatures	less	than	50°F.	Do	
not	attempt	this	installation	in	temperatures	less	than	50°F.

	

Page

2
fender tIP lenS grIll w/emblem

PIC.	1

PIC.	2


